Procedures to Install the Pre-configured IRD at the remote site – NIC  (Hughes Only Sites)

The basic Setup for the Remote is as under: The L-Band Input from the ODU is splitted by the Divider to give to input to IDU & to the IRD.

[image: image1.jpg]



1. Open the TV & the IRD & place them appropriately. Connect their power cables to power supply.

2. Locate the Rx Cable coming from the ODU for the Direcway IDU.

3. Remove the Rx cable from the IDU. Connect the Rx cable to the IN port of the 2-way L-Band splitter/Divider provided with the shipment. The Divider can be identified by a device which has three connections. The schematic Diagram for the Divider is as under:
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4. Connect the “Power pass” port of the Splitter to the IDU using the cable provided. A 5M cable will be used for the same. This will be a black cable.

5. Connect the other port of the splitter to the bullet Amplifier (on LNB Side). (The Bullet Amplifer can be identified by a device having two connections, as under). The Divider & Bullet Amplifier will get connected on the LNB Side of the Bullet Amplifier. 






The cable between the Divider & Bullet Amplifier will be a 50M Cable or a 5M cable depending on the distance between the two devices. This will be a black cable.

6. Connect the other port (i.e. the Tuner Side) of the bullet amplifier with the IRD-Zinwell at the RF-IN port provided on the left side of the back panel. This will be 0.5M cable. This will be a black cable.                                

7. Connect the video port of the IRD with the video port of the TV using the RCA cable provided. The RCA cable will be a cable with three connector at both ends. The cable is going to have connectors of Yellow/Red & White colour.

8. The Yellow connector will go to the Video port of IRD. The Other two connectors will go the audio port of IRD. These will be denoted by L/R i.e. Left & Right. The Audio Video Port of the TV are on the back side of the TV.

9. The Yellow connector at the other end of the cable will go the Video In port of the TV & the other two connector will go the Audio port. Please refer to following diagram.


10. Power ON the IRD and the TV 

11. Check for the channel reception on the TV. The channel selection can be done by upper & lower arrow key from the front panel of the IRD.

12. End.

Procedure for the Bharti Sites:

The L-Band Input from the Gilat VSAT will be given to the RF-IN port of the ZinWell IRD. 

1. Open the TV & the IRD & place them appropriately. Connect their power cables to power supply.

2. Connect the L-Band Input cable from the Gilat VSAT subsystem to the IRD-Zinwell at the RF-IN port provided on the left side of the IRD back panel.                    

3. Connect the video port of the IRD with the video port of the TV using the RCA cable provided. The RCA cable will be a cable with three connector at both ends. The cable is going to have connectors of Yellow/Red & White colour.

4. The Yellow connector will go to the Video port of IRD. The Other two connectors will go the audio port of IRD. These will be denoted by L/R i.e. Left & Right. The Audio Video Port of the TV are on the back side of the TV.

5. The Yellow connector at the other end of the cable will go the Video In port of the TV & the other two connector will go the Audio port. Please refer to following diagram.


6. Power ON the IRD and the TV 

7. Check for the channel reception on the TV. The channel selection can be done by upper & lower arrow key from the front panel of the IRD.

8. End.
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